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AMENDMENTS TO THE CLAIMS 

1. (Original) A central processing unit that has a die on one side 
used for mounting a radiator onto the side of the central processing unit 
where the die is located without damaging the central processing unit, 
comprising a protection wall surrounding the die. 

2. (Original) The central processing unit of claim 1, wherein the 
protection wall has a height same as that of the die. 

3. (Original) The central processing unit of claim 1, wherein the 
protection wall is formed in a consecutive manner for housing the die. 

4. (Original) The central processing unit of claim 1, wherein the 
protection wall is formed in an inconsecutive manner and includes a 
plurality of protection members spaced from one another for housing the 
die. 

5. (New) The central processing unit of claim 1, wherein the 
protection wall is on the one side of the central processing unit where the 
radiator is mounted. 

6. (New) The central processing unit of claim 5, wherein the 
protection wall directly contacts the radiator. 
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7. (New) The central processing unit of claim 1, wherein the 
protection wall directly contacts the radiator. 

8. (New) The central processing unit of claim 2, wherein the 
protection wall is on the one side of the central processing unit where the 
radiator is mounted. 

9. (New) The central processing unit of claim 8, wherein the 
protection wall directly contacts the radiator. 

10. (New) The central processing unit of claim 3, wherein the 
protection wall is on the one side of the central processing unit where the 
radiator is mounted. 

11. (New) The central processing unit of claim 10, wherein the 
protection wall directly contacts the radiator. 

12. (New) The central processing unit of claim 4, wherein the 
protection wall is on the one side of the central processing unit where the 
radiator is mounted. 
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13. (New) The central processing unit of claim 12, wherein the 
protection wall directly contacts the radiator. 
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